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COMPOSITION:

COMPONENTS UNITS SPECIFICATIONSItem

Conductor

Insulation tape

Width

Thickness

Material

Thickness

mm

-

mm

0.055 mm nominal

Polyester+flame retardant adhesive insulation

0.100 mm nominal

1

2

mm 0.23 mm nominal

Material - Gold plated contacts (0.3µm Ni/0.05µm Au min)

4

Thickness

Material

mm

-

0.119 mm nominal

Aluminum tape Polyester/Aluminium/Adhesive

5

-

Insulation tape

Material

Thickness

-

mm

Polyester+flame retardant adhesive insulation

0.100 mm nominal

3

Material

Thickness mm

 Polyester + FR adhesive insulation

0.043 mm nominal

Insulation tape

Tape

Thickness

Material

mm

-

0.155 mm nominal

Reinforcement Blue Polyester

CHARACTERISTICS

ITEMS VALUE TEST METHOD

1950 Ohm/km maxi -

Insulation resistance

(Conductor to conductor)

Resistance of conductor at 20°C

Dielectric test

(Conductor to conductor)

Temperature rating

Voltage rating

Flame resistance

10 MOhm.m mini 200 V DC

1 minute 200 V AC

-40°C to 80°C

UL2896

30 V AC maxi

VW-1 UL758

Differential impedance

-100 Ω ± 10 Ω

PART NO. CKTS LENGTH

15022-0250 50 2"

15022-0450 50 4"

15022-0650 50 6"

15022-0850 50 8"

15022-1050 50 10"

15022-1250 50 12"

15022-2450 50 24"

DIMENSIONS:

ITEMS

Number of conductors

Pitch

Span

Punched total width

Strip length

End thickness

[mm]

MARK

P

E

W1

S1,S2

T

NOMINAL

50

0.50 ± 0.05

24.50 ± 0.06

MINIMUM

0.45

24.44

50

27.10 ± 0.04

0.30 ± 0.03

1.9 ± 0.5

27.06

1.4

0.27

0.55

24.56

50

27.14

2.4

0.33

[mm]

[mm]

[mm]

[mm]

MAXIMUM

Grounding length 6 ± 2 4 8[mm]

Margin notched M  1.30 ± 0.06 1.24 1.36[mm]

G1,G2

Punched width W2 25.5 ± 0.05 25.45 25.55[mm]

Total width cable body C 29.5 ± 0.2 29.3 29.7[mm]

Reinforcement length F1,F2 7.7 ± 1.5 6.2 9.2[mm]

Thickness grounding area A 0.50 ± 0.05 0.45 0.55[mm]

CABLE ENDS COMPATIBLE WITH MOLEX 501786 & 501864 CONNECTORS.

USE WITH PLUG JACKET AND COVER.

Speed L: 2"-10"

-5-10 Gigabits/sec

Speed L: 12"-24"

-2-5 Gigabits/sec

DIMENSIONAL TOLERANCES

45 mm TO 60 mm ±2 mm

61 mm TO 100 mm ±3 mm

101 mm TO 200 mm ±4 mm

201 mm TO 1500 mm ±5 mm

DIMENSIONAL TOLERANCES

1.772 TO 2.400 ±0.079

2.401 TO 3.975 ±0.119

3.976 TO 7.912 ±0.157

7.913 TO 59.055 ±0.197


