s

o

7 6 5 4 3 2
THIS DRAWING IS UNPUBLISHED. RELEASED FOR PUBLICATION [ Loc DIsT REVISIONS
© COPYRIGHT — BY TYCO ELECTRONICS CORPORATION. ALL INTERNATIONAL RIGHTS RESERVED. - i P LTR DESCRIPTION DATE DWN APVD
B1 REVISED PER ECO—-11-002761 09FEB11 [HMR| NE
MARK ACTUATED
DIMENSION in‘
DPERATING PART NUMBER | TYPE
FORCE MARK :A MARK:B =
. . TTT
A B C D I
3 2 1 3 2
6 5 4 6 5
AC
098 ] .351|.650 | .098 1977739—1 MPS 103D
ON—ON A SA 125V 3—1
2.511[8.41][16.5] [2.5
[2.5]|[8.4][16.5] [2.5] MPS103D ALCO ON ON C
32 D
039].315| .591 | .039 1977739—o | oFDT VPSS 03E AC
MOMENTARY | ON—(ON) A SA 125V (3)—(1)
1 8 15 w MPS103F
T 8] el L ALCO NPAINF
O ﬁO%] [.55} [.650] ﬁO%] 19777393 MPS203N ) A&W 3
2.511[8.4]][16.5] [2.5 AA ALCO - 6—
MPS20oR DPDT ON ON C o
AC
039 1.315|.591.039 19777394 MPS203R (3)—(1)
MOMENTARY | ON=(ON) | 19771 "ra) | [15] | [1] Aﬁ MPS203R ALCO A (6)=(4)
0.315+0.039
~— | [8.00+1.00] —
LOT No. NOTE: TERMINALS 4,5,6 ARE FOUND ONLY ON DP VERSIONS (—=3, —4)
1/4”—40THD
0.315+0.020 - [ C+0.039
[8.00+.50] - an [1.00] —
O.512i$.039 N ] . SPECIFICATIONS:
[13.00£1.00] 540090 ~
™ [o50] [ 0.394+0.059 - 1 RATING: 3A 125V AC (RESISTIVE LOAD)
[10.00+1.00]
A (STROKE) —n] = 2 INITIAL CONTACT RESISTANCE: 10mQ MAX. AT 1A 2~4V DC.
| | _ N 3 INITIAL INSULATION RESISTANCE: 1,000MQ MIN. AT 500V DC.(BETWEEN TERMINALS AND TERMINAL—GROUND) C
SPDT ‘ | il 0 4 INITIAL DIELECTRIC STRENGTH: 1,000V AC FOR 1 MINUTE.(BETWEEN TERMINALS AND TERMINAL—GROUND)
=\ KEY WAY > - MARK:A MARK:B
%5’%‘5] E/ | SPDT 5 DURABILITY: 25,000 CYCLES
0.51240.039 - | - EPOXY SEAL 6  LEAKAGE CURRENT: 500mA MAX. AT RATING VOLTAGE FOR 5 SECONDS.
1 [13.00+1.00 = § i AFTER ELECTRICAL ENDURANCE (BETWEEN TERMINALS AND TERMINAL—GROUND)
? K
L U
f > \ 9 ) OPERATING FORCE: -
4 )
f 1 ! ﬁ 3.9241.96N.(400+200gf)
0.177 (1)L
I %% 6 e ‘ [4.50] | 4.972-3¢N.(500+388gf)
[13.0041.00] @ 0177 1 (2) é 2.9440.98N.(300+ 100gf)
[4.50]
4.9*1-28N.(50072995f)
] J ! (3) 11 OPERATING TEMP: —20 ~ +85°C
STORAGE TEMP: —40 ~ +85°C
- TERMINAL FORM i
—— 0.197 VARK.G 12 ALL MATERIALS AND FNISHES SHALL COMPLY WITH EU DIRECTIVE 2002/95/EC OF 27JAN2003 (ROHS)
0157 —1 [5.00] I=— '
[4.00] 0.079
KEY WAY - 2.00] 3
‘ ' CE-Og%] DPDT
1.
=z (
S
0.078
[2.00]
A/R | A/R BLUE - CPOXY 10
1 1 ZINC PLATE  |[CARBON TOOL STEEL| TOOTH WASHER 9
182068=xX 18305651—X 1 1 ZINC PLATE | COLD ROLLED STEEL | LOCATING RING 8
0.394 - _
~ [10.00] ~—— [15.00] DANEL CUT=0UTS 2 | 2 NICKEL PLATE BRASS HEX NUT 7
’ . 1 1 NICKEL PLATE BRASS PLUNGER 6
©0.252 ?0.256 w w NICKEL PLATE BRASS MOUNTING SLEEVE | 5
r A ? [26.40] 0.028 [26.50] $0.087
D sos \r £ 70] \ \{ﬁ [62.20] w w - STAINLESS STEEL FRAME 4
0.515 [10.00] = 4 2 w SILVER PLATE BRASS COMMON TERMINAL | 3
[8.00] ' 0.492 7* N
&.?5301 l (12.50] % 4 | 2 SILVER PLATE SILVER + BRASS FIXED CONTACT 2
' ‘ 1 1 (BLUE) CPOXY RESIN CASE 1
) X | ) X ] 0232 S L 2 oA FINISH
I L1 [5.90] [6.20] POLESIPOLE (o 0R) MATERIALS PARTS NO |,
QTY
BUTTON CAP WITHOUT LOCKING RING WITH STANDARD LOCKING RING 115 CRAING 15 4 CONTROMLED DOCUMENT | macrsvenora | Fyeo freo Flectonics Corpertir
MAXIMUM PANEL THICKNESS: MAXIMUM PANEL THICKNESS: s ooty vz L Flectronles -
SOLD SEPARATELY 118 [3mm] 079 [2mm] INCHES[MW] - [LEPPLEY NAZ MPS SERIES PUSHBUTTON
1Pe il - MPS103 (SPDT) & MPS203 (DPDT)
SEE DRAWI1N8(32S5©168925(065891(@.[316%4,\/l[l\Jl]O> MM]) & @gggtg I WIRE LUG TERMINATION
. 4 PLC + - SIZE CAGE CODE | DRAWING NO RESTRICTED TO
ANGLES + - —
FOR COLOR CHOICES MATERAL FNsH — A 1100779(G=1977739 —
CUSTOMER DRAW‘NG SCALE 4w SHEET w OoF REVB/‘

4805 (1,/08)



