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CR32—1-Y 3.3 1.0-4.0 32 (6.4 [ 64 [1.4]21 12kq 20kq 1000
CR32—2-Y 3.3 4.0-7.0 32 196 |64 [1.4]21 12kq 20Kkg 1000
CR32—3—Y 3.3 7.0—10.0 3.2 [12.7] 6.4 | 1.4]2.1 12kq 20kq 1000
CR40—1-Y 41 1.0-4.0 40 | 6.4 |80 [1.8]24 18Kkq 25kgq 1000
CR40—2-Y 4.1 4.0-7.0 20 |96 |80 |1.8]24 18kq 25kq 1000
CR40—3—Y 41 7.0—10.0 40 [ 12.7]80 [1.8]2.4 18Kkq 25Kkq 1000
CR48—1-Y 4.9 1.5 — 5.0 48 [ 8.0 |96 [20][28 28Kkq 40Kkg 500
CR48—2-Y 4.9 5.0 — 8.0 48 [ 11.2]9.6 [2.0]2.8 28Kkq 40kq 500
CR48—3—Y 4.9 8.0 — 11.0 | 48 | 1441 9.6 |2.0]2.8 28Kkq 40kq 500
CR56—1—Y 5.7 20 — 55 56 |96 | 12.0 | 2.2 3.4 40kq 65kq 500
CR56—2-Y 5.7 55 — 8.5 5.6 | 12.7] 12.0 | 2.2 | 3.4 40kq 65kq 500
CR56—3—Y 5. 85 — 12.0 | 56 | 159 12.0 [ 2.2 | 3.4 40kq 65kq 500
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MANDREL — POLYCARBONATE (RMS—107 DESCRIPTION )
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